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Applicable Types  
 
 
 
 
 
 
 
 

1. FC Controller Interface Specifications 
 

 

 

（Front View） 

 

 

 

 

 

 

 

A M3  M3 Serial Communication Interface 

B DA Output  DA Output Interface 

C 24V Power Input  24V, 1.67A Power Input  

D USB Port  Connect to the USB to store processing files. 

E LAN Port  Connect to the Internet. 

F MPG Port  Connect to the MPG. 

G Option IO Port  Connect to FC I/O modules; provide I/O functions. 

H VGA Port  Connect to external the VGA monitor. 

 

 

（Side View） 

  
  
  
  
  
  
  
  

  

A Upper Fastener Connect to the upper fasteners of other FC sub-modules. 

B Internal Communication Port Connect to other FC sub-modules. 

C Slide Tenon Batch Control the batch of the slide tenon. 

D Lower Fastener Connect to the lower fasteners of other FC sub-modules. 

E Slide Tenon Fix the tenon on the slide. 

 
2. External Dimension (Unit: mm) 

 
 

 
 
 
 
 
 
 
 
 
 
 
 

 
3. Basic Wiring Diagram 

 

4. Interface Configurations 
  M3 Serial Communication Interface Connector Arrangement  

 

 

 

 

 

 

 

  

 

 

  MPG Connector Arrangement   

 

 

 

 

 

 

Note: MPG_IN0~MPG_IN6 correspond to I56~I62 of PLC 

 

 

  Option IO Connector Arrangement   

                                                

※Note: Please apply shielded twisted pair when using the RS485 interface. Besides the D+ and D- signal 

cables, please ensure the air gap is connected to GND on both sides to prevent the RS485 

interface from burning down. 

 

  Power Connector Arrangement                                 

    

  DA Connector Arrangement 

  

 Type Product Name 
1 F31-FC-B FC Serial Axis Controller 

2 F31-FC-B-60CB 60CB Economacal Woodworking PLC Controller 

3 F31-FC-B-60DB 
 

FC- Serial Axis Controller_Drilling Machine 

4 F31-FC-B-60WA FC Serial Axis Controller_ Woodworking Machine 

5 F31-FC-B-60PA FC Serial Axis Controller_ Woodworking Machine 
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